




Multi-Pleat HC 1” – 2.3 sq. ft. per 1.0 sq. ft. face area

Multi-Pleat HC 2” – 4.6 sq. ft. per 1.0 sq. ft. face area

Multi-Pleat HC 4” – 7.0 sq. ft. per 1.0 sq. ft. face area

Multi-Pleat HC 6” – 11.3 sq. ft. per 1.0 sq. ft. face area

The Koch Multi-Pleat 40 and Multi-Pleat 40HC are extended surface pleated panel filters designed for use 
in all types of residential, commercial, and industrial air 
filtration systems. Multi-Pleat filters, because of their high 
quality filter media and extended surface construction, 
offer significantly higher efficiency and longer service 
life than fiberglass disposable filters, media pads, or  
permanent filters. They are available in a wide range of 
standard and special sizes in depths of 1", 2", 4" and 6".

In accordance with the latest ASHRAE Test Standard 52.2-2007, Multi-Pleat 40 and 40HC carry a fractional 
efficiency rating of MERV 7 (Minimum Efficiency Reporting Value). The filters will also provide an Average 
Atmospheric Dust Spot Efficiency of 25-30% according to ASHRAE Test Standard 52.1-1999.

The Multi-Pleat is completely disposable and is interchangeable with other panel filters without modification to 
existing equipment.

Two Capacity Levels
The Multi-Pleat series is an extremely versatile family of air filters used in a wide variety of filtration 
systems worldwide. In order to meet the different requirements found in these applications, Koch offers the 
Multi-Pleat in two media area capacity levels.

The Standard Capacity Multi-Pleat is designed to operate 
under normal conditions up to 625 feet per minute and  
provides an excellent combination of low initial purchase 
price and superior performance.

High Capacity Multi-Pleat HC filters are similar in 
construction to the Standard Capacity type but have  
the added advantage of approximately 30% more media.  
The dust holding capacity provided by this additional  
media results in extended filter life. 

Multi-Pleat Extended Surface Pleated Panel Filters

Multi-Pleat Applications

Multi-Pleat 1”– 1.6 sq. ft. per 1.0 sq. ft. face area

Multi-Pleat 2”– 3.1 sq. ft. per 1.0 sq. ft. face area

Multi-Pleat 4”– 5.8 sq. ft. per 1.0 sq. ft. face area

Multi-Pleat 6”– 8.9 sq. ft. per 1.0 sq. ft. face area

Hospital Applications

Original Equipment

Industrial Applications

Commercial Applications  



Multi-Pleat Construction

Dual component filter media is composed of natural and synthetic fibers 
engineered for efficiency, high dust holding, and durability

High wet-strength beverage board frame is moisture resistant and reduces warping  	
	 in applications with high humidity

Rust resistant galvanized-dipped expanded metal insures 
proper pleat shape throughout filter lifecycle

Frames are marked with filter size and  
all appropriate installation and safety  
information

Specialized pleat configuration is designed for maximum 
dust holding capacity

Specially designed integral die-cut support members are 
totally bonded to media to insure filter rigidity and pleat 
alignment

Corners are interlocked and reinforced for 
durability and easy installation into side-access 
or front loaded systems

The Multi-Pleat is available in a wide range of 
models, including MERV 8 and MERV 11 filters. 
Please see our catalog or consult your Koch 
Filter Corporation representative for additional 
information about the complete Multi-Pleat 
product line.

Efficiency by Particle Size Initial Resistance vs. Filter Face Velocity

Filter Face Velocity (FPM)
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