
Multi-Test Filters are extended surface high efficiency air 
filters designed to fit the basket framework of the Farr 
HP® without modification. Multi-Test Filters are collapsible 
replacement cartridges, and are available in four nominal 
efficiency ranges: 20-30%, 45-55%, 80-90%.
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Nominal Size
Capacity (CFM) Media Area

(sq. ft.)

Inoitial Resistance (in w.g.) Recommended

20/50 50/60 80/90 90/95 20/50 50/60 80/90 90/95 Final Resistance (in w.g.)

12x24x8 865 865 350 350 14.5 0.12 0.23 0.25 0.40 1.0

16x20x8 935 935 360 360 15.8 0.12 0.23 0.25 0.40 1.0

20x20x8 1200 1200 450 450 19.7 0.12 0.23 0.25 0.40 1.0

12x24x12 1050 1050 500 500 20.8 0.12 0.23 0.25 0.40 1.0

20x25x8 1525 1525 580 580 25.6 0.12 0.23 0.25 0.40 1.0

24x24x8 1725 1725 700 700 29 0.12 0.23 0.25 0.40 1.0

24x24x12 2000 2000 2000 2000 41.7 0.12 0.23 0.25 0.40 1.0

12x24x24 1500 1500 2000 2000 48.5 0.20 0.23 0.40 0.55 1.0

24x24x24 3000 3000 2000 2000 96.1 0.20 0.23 0.40 0.55 1.0


